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Button Head Socket Cap Screws – Inch Series

 Dimensions As per ASME B18.3 (inches)
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Nominal Size or
Basic Product

Diameter

A H S J T

Head Diameter Head Height Head Side Height Key Size Key Engagement
Max Min Max Min Ref Nom Min

# 0 0.114 0.104 0.032 0.026 0.010 0.035 0.020

# 1 0.139 0.129 0.039 0.033 0.010 0.050 0.028

# 2 0.164 0.154 0.046 0.038 0.010 0.050 0.028

# 3 0.188 0.176 0.052 0.044 0.010 1/16 0.035

# 4 0.213 0.201 0.059 0.051 0.015 1/16 0.035

# 5 0.238 0.226 0.066 0.058 0.015 5/64 0.044

# 6 0.262 0.250 0.073 0.063 0.015 5/64 0.044

# 8 0.312 0.298 0.087 0.077 0.015 3/32 0.052

# 10 0.361 0.347 0.101 0.091 0.020 1/8 0.070

1/4 0.437 0.419 0.132 0.122 0.031 5/32 0.087

5/16 0.547 0.527 0.166 0.152 0.031 3/16 0.105

3/8 0.656 0.636 0.199 0.185 0.031 7/32 0.122

1/2 0.875 0.851 0.265 0.245 0.046 5/16 0.175

5/8 1.000 0.970 0.331 0.311 0.062 3/8 0.210

Notes:
Screws are fully threaded. Length (L) is measured from the underside of the head.
Thread class of fit: 3A.
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PRODUCT DATA SHEET • Button Head Socket Cap Screws – Inch Series

 Mechanical Properties For full size screw testing

2.1 ALLOY STEEL – ASTM F835

Nominal Size Tensile Strength Min. Rockwell Hardness

1/2″ and smaller 145,000 psi HRC 39 to 44

Over 1/2″ 135,000 psi HRC 37 to 44

2.2 STAINLESS STEEL – ASTM F879

Types Condition Tensile Strength Min. Hardness Min. (HRA)

304 (18-8) & 316
CW 80,000 psi 50

CW1 102,000 psi 59

Stainless screws are passivated.

 Surface Finish Thermal black oxide / zinc – zinc & mechanical zinc details below

Properties Zinc Clear Mechanical Zinc

Type Trivalent (Cr+3) Trivalent (Cr+3)

Color Clear Clear

Minimum Coating Thickness 0.0001″ / 3 microns 0.0003″ / 8 microns

Specification ASTM F1941/F1941M Fe/Zn 3AN ASTM B695 Class 8, Type II

Disclaimer: The above is a compilation of data from various industry standards. The Nutty Company, Inc. has made every effort to present the
data accurately. However, The Nutty Company, Inc. cannot be held liable for any claim traceable to any errors, typographical or otherwise,
contained herein.

Need a size, length or finish you don’t see?
Call 203.877.1709 or email sales@nutty.com – shop online at nutty.com
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